
Standard 
rollup
Give your marketing real bite at a cost 
effective price with a lightweight portable 
display that sacrifices nothing in the high 
impact marketing stakes.

The Standard Rollup uses a single roller 
mechanism, storing and protecting your 
graphic in its base for perfect presentations  
time after time.  

The lightweight display is ideal for 
promotional messages and Point of Sale 
displays. Set up in 30 seconds!

SPECIFICATIONS
Base:  Anodised aluminium.

Sizes:  845 wide by 2100mm 
high. 600mm, 
1000mm, 1200mm & 
1500mm widths are 
also available.

Weight: 2.5kg (845 model).

Extras:  Fabric carry bag.

$295
inc GST

Valid to 30/06/2012

02 6280 0991   |   99 - 101 Wollongong St, Fyshwick aCt 2609 
sales@wilddigital.com.au   |   www.wilddigital.com.au
prices do not include artwork setup or delivery.  
design service available at additional cost.  all prices include GSt.
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Standard 
rollup

Setup Requirements
  The artwork must be supplied as  

an InDesign, Illustrator, or Photoshop 
file. High resolution pdf files are  
also acceptable.

 PDF files must be saved with bleed but 
WITHOUT crops.

  Scans must be at least 100dpi at final 
print size.

  All files must be CMYK colour. 

  Files can be supplied via email or on  
CD-Rom or DVD.

 Bleed of 2mm at final print size is 
required.

  We have a full range of templates 
available on our website to make  
setup easy.

20
90

m
m

22
60

m
m

The graphic size is 845mm wide 
x 2260mm high.   
This includes a 160mm high 
NON VISIBLE tail and a 10mm 
high NON VISIBLE header that 
will not be seen (visible graphic 
height = 2090mm).   

NON VISIBLE TAIL AREA.   
Graphic should bleed into this area.

NON VISIBLE HEADER AREA 10mm

845mm
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